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Connecting the printer to a wireless 
network 
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Getting started 

Has the printer hardware been set up? 

Follow the instructions on the setup poster that came with the printer to set up the 
printer hardware before connecting the printer to the network. 

Are computers on the network protected by a software firewall? 

If the any of the computers on the network are protected by a software firewall, follow 
the instructions under "Configuring the printer for a software firewall" on page 52 
before connecting the printer to the network. 

Connecting to the printer 

Step 1 : Find the network basic wireless settings 

You need to know the network name (SSID) and communication mode of the network. 
Consult the configuration utility for the network Wireless Access Point (WAP) or the 
computer network card for these settings. 

For more information, see "Step 1 : Find the network basic wireless settings" on 
page 5. 

Step 2: Find the network wireless security settings 

You need to know what type of security your network uses: WPA, WEP, or none. 
For more information, see "Step 2: Find the network wireless security settings" on 



page 7. 



Go to the next page... 
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Step 3: Install the printer software for a wireless connection 

The steps for installing the printer software on your computer vary by operating 
system and communication mode. 

For installation instructions, see "Step 3: Install the printer software for a wireless 
connection" on page 9. 

Wireless Network Key? If you use a USB flash drive as a Wireless Network Key 
to configure devices for your wireless network, skip steps 1 and 2 and go to 
"Infrastructure network with a Wireless Network Key" on page 10. 
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Step 1 : Find the network basic wireless 
settings 

In order to install the printer on a wireless network, you need to know the 
communication mode and network name (SSID) of the network. To find these settings, 
consult the configuration utility for the computer network card or for the network 
Wireless Access Point (WAP). 

Communication mode 

There are two options for the network communication mode: 

• Infrastructure 

• Ad hoc 

Infrastructure (recommended) 

If you want to use a Wireless Access Point (WAP) to connect the printer to a network, 
then set the printer to the infrastructure communication mode. In the Infrastructure 
mode the printer communicates with other devices on the network, whether the 
devices are wired or wireless, through a WAP. WAPs commonly act as routers or 
gateways on small networks. 




Ad hoc or computer-to-computer networks 

If you do not want to use a WAP to connect the printer to a wireless network, then set 
the printer to the ad hoc, or "computer-to-computer," communication mode. In the ad 
hoc mode, the printer communicates directly with other wireless devices. 



Network name (SSID) 

A network name, or "Service Set Identifier (SSID)," identifies a particular wireless 
network. In order to operate on a network, a device must know the network name of 
the network. 

More information 

For more information about wireless networking concepts, see the online user's guide. 
The online user's guide is available after you install the printer software on your 
computer. 



6 



Step 2: Find the network wireless security 
settings 

The printer must share the same network wireless security settings as the other devices 
on the network. If the printer does not have the correct wireless security settings, other 
devices on the network will not be able to use the printer. 

To find the security settings for the wireless network, consult the configuration utility for 
the computer wireless network card or the network Wireless Access Point (WAP). 

Types of wireless security 

You can configure the printer to use the following wireless security options: 

• Open system (no security) 

• Wired Equivalent Privacy (WEP) 

• Wi-Fi Protected Access (WPA) 

Open system (no security) 

On an open system, the network does not require authorization or encryption. 

To configure the printer to operate on an open system, you need to know the network 
communication mode and network name (SSID). For help finding these items, see 
"Step 1 : Find the network basic wireless settings" on page 5. 



7 



Wired Equivalent Privacy (WEP) 

Wired Equivalent Privacy (WEP) provides security by encrypting data sent over rad 
waves from one wireless device to another wireless device. Devices on a WEP- 
enabled network use WEP keys to encode data. 

To configure the printer to operate on a network that uses WEP, you must know the 
WEP key(s) that the network uses. 

Wi-Fi Protected Access (WPA) 

Wi-Fi Protected Access (WPA) provides security by doing the following: 

• Encrypting data sent over radio waves from one wireless device to anothe 
wireless device 

• Controlling access to network resources through authentication protocols 

To configure the printer to operate on a network that uses WPA, you must know the 
passphrase and authentication protocol that the network uses. 
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Step 3: Install the printer software for a 
wireless connection 

Software Firewall? If your computer is protected by a software firewall, follow the steps 
under "Configuring the printer for a software firewall" on page 52 before installing the 
printer software. 

Windows 

Wireless Network Key? If you use a USB flash drive as a Wireless Network Key 
to configure devices for your wireless network, see "Infrastructure network with 
a Wireless Network Key" on page 1 0. 

Infrastructure network (recommended) 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

3. On the Connection Type screen, select Wireless, and then click Next. 

4. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 2 through 4 above to install the printer software on other network computers. 

The Ethernet cable is only needed when installing the printer software and configuring 
its wireless settings during the first installation on the network. The Ethernet cable is 
not required for installing the printer on other computers on the network. 




Infrastructure network with a Wireless Network Key 
Getting ready 

Using a USB flash drive as a Wireless Network Key is a fast and convenient way to 
configure a device to operate on a wireless network. 

In order to use a USB flash drive as a Wireless Network Key to configure 
the printer, you must have a computer with Windows XP Service Pack 2 
and a wireless network card installed. To obtain Windows XP Service Pack 
2, visit the Microsoft Web site at this address: www.microsoft.com. 

Using the Wireless Network Key 

Follow these steps to use a Wireless Network Key to configure the printer for your 
wireless network: 

1. On the Windows desktop, click Start, point to Programs, point to Accessories, 
point to Communications, and then click Wireless Network Setup. 

2. On the wireless network setup wizard, enter the network name of the wireless 
network, then do one of the following tasks: 

• To let Windows create the Wireless Network Key, select the automatic option. 

• To create the Wireless Network Key yourself, select the manual option. 

Note: If the router on your network does not support the use of a Wireless 
Network Key, you must select the manual option. If you select the manual option, 
you must know the wireless network security settings. 

3. Follow the onscreen instructions until you are prompted to remove the Wireless 
Network Key from the computer. 

Go to the next page... 
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4. With the printer powered on, plug the Wireless Network Key into the PictBridge 
USB port on the front of the printer. 



5. Wait for the printer lights to flash simultaneously three times. 

6. Plug the Wireless Network Key into the computer, and then follow the onscreen 
instructions to complete the wireless network setup wizard. 

7. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

8. On the Connection Type screen, select Wireless, and then click Next. 

9. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 7 through 9 above to install the printer software on other network computers. 
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Ad hoc 

Devices on the ad hoc network must: 

• Be 802.1 1 b compatible 

• Have ad hoc as the communication mode 

• Have the same network name (SSID) 

• Be on the same subnet 

• Be on the same channel 

• Have the same wireless security settings 

Follow these steps to connect to the printer using the factory default ad hoc network 
settings: 

1. Open the configuration utility for the computer wireless network card, and then 
do the following tasks: 

a. Create a new wireless profile with the following values: 

• Communication mode: ad hoc 

• Network Name (SSID): hpsetup 

• Security (encryption): disabled 

b. Activate the profile. 

2. Wait two minutes for the printer to obtain an IP address, and then press the HP 
Report button to print an HP Report page. 




3. On the HP Report page, verify the following settings: 

• The network name (SSID) is hpsetup 

• The communication mode is ad hoc 

• The subnet mask and channel match those of your wireless network 

• The IP address is something other than 0.0.0.0 

If one of the above is not true, delete the wireless profile created in step 1 , and 
then repeat steps 1 through 3. 

Go to the next page... 
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4. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

5. On the Connection Type screen, select Wireless, and then click Next. 

6. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 4 through 6 above to install the printer software on other network computers. 

Advanced setup 

For instructions on configuring the printer to operate on ad hoc networks other than 
the hpsetup factory default, visit the HP Web site at www.hp.com/support. 

802.1 Ig 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802. 1 1 devices. If your network is made up of only 802. 1 1 g 
devices, then you might want to configure the printer to operate in 802. 1 1 g mode in 
order to optimize network performance. 

Follow these steps to configure the printer to operate in 802.1 lg mode while 
connected to an ad hoc network: 

1. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

2. Click the Networking tab. 

3. Under the Connections heading, click Wireless (802.1 1). 

4. Click the Advanced tab. 

5. Scroll to the bottom of the Web page, and clear the In an ad hoc network use 
802.1 lb behavior check box. 

6. Click the Apply button, and then close the EWS. 
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Macintosh 

Mac OS X 

Infrastructure network (recommended) 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

3. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

4. On the Connection Type screen, select Wireless Network (802.1 1), and then click 
Next. 
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5. Proceed through the next several screens to find the printer on the network. 

Go to the next page... 
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6. On the Confirm or Change Settings screen, click the Change Settings button. 
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7. On the Change Settings screen, click the Change Settings button. 
The printer embedded Web server (EWS) opens. 

8. On the EWS, click the Networking tab. 

9. Under the Connections heading, click Wireless (802.1 1). 

10. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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Go to the next page. 
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11. Follow the onscreen instructions to configure the printer settings. 

12. After the Wireless Configuration Wizard is finished, close the EWS. 

13. On the Confirm or Change Settings screen, click Next. 

14. Follow the onscreen instructions to complete the printer software installation. 

15. On the Add Printer screen, click Open Print Center. 

16. Click Add Printer. 

17. Do one of the following depending on the version of Mac OS X you are using: 

Mac OS X v 1 0.2.3 and later Mac OS X v 1 0.2.2 and earlier 




Select Rendezvous. Select HP IP Printing, then click the 

Discover button. 

18. Select the printer, and then click the Add button. 

19. Close Print Center. 

Additional computers 

Follow these steps to install the printer software on each computer that will use the 
printer. 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. Close the HP Deskjet 6800 series printer Setup Assistant when it appears. 

Since the printer is already configured for the network, you do not need to use the 
setup assistant. 

4. Open Print Center, and then follow steps 1 5 through 1 9 above. 
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Ad hoc or computer-to-computer 

1. Use an Ethernet cable to connect the printer to the computer. 

2. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

3. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

4. On the Connection Type screen, select Wireless Network (802.1 1), and then click 
Next. 
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5. Proceed through the next several screens to find the printer on the network. 

Go to the next page. 



1 



On the Confirm or Change Settings screen, click the Change Settings button. 
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7. On the Change Settings screen, click the Change Settings button. 
The printer embedded Web server (EWS) opens. 

8. On the EWS, click the Networking tab. 

9. Under the Connections heading, click Wireless (802.1 1). 

10. On the Wireless (802.1 1) Interface screen, click the Advanced tab. 

11. Enter the wireless network settings for the wireless network to which you want to 
connect the printer: 

• Under the Network Name heading, enter the network name (such as 
"MyNetwork") in the SSID box. 

• Under the Network Settings heading: 

• Select Ad Hoc. 

• Select the channel from the Channel drop-down list. 

• Enter the network wireless security settings. 

12. After entering the wireless network settings, click the Apply button, and then close 
the EWS. 

13. On the Add Printer screen, click Open Print Center. 

14. Click Add Printer. 

Go to the next page... 
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15. Do one of the following depending on the version of Mac OS X you are using: 
Mac OS X v 1 0.2.3 and later Mac OS X v 1 0.2.2 and earlier 



USB 

Windows- Printing 



Printer Model: Generr 



h Cancel ) 1 Add 




Select Rendezvous. 



Select HP IP Printing, then click the 
Discover button. 



16. Select the printer, and then click the Add button. 

17. Close Print Center. 

Additional computers 

Follow these steps to install the printer software on each computer that will use the 
printer. 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. Close the HP Deskjet 6800 series printer Setup Assistant when it appears. 

Since the printer is already configured for the network, you do not need to use the 
setup assistant. 

4. Open Print Center, and then follow steps 1 3 through 1 7 above. 
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802.1 Ig 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802.1 1 devices. If your network is made up of only 802.1 1 g 
devices, then you might want to configure the printer to operate in 802.1 lg mode in 
order to optimize network performance. 

To configure the printer to operate in 802.1 1 g mode while connected to an ad hoc 
network, follow the steps under "802.1 lg" on page 13. 

Mac OS X Classic 

1. Follow the steps on page 1 4 to install the printer software on a Mac OS X 
computer. 

2. Open Chooser, and then select the HP Inkjet 6.x icon. 

Note: If you do not see the HP Inkjet 6.x icon, then insert the printer software CD 
into the computer CD-ROM drive and follow the onscreen instructions to install the 
Mac OS 9 printer driver. Then repeat step 1 . 

3. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

4. Select the printer, and then close Chooser. 
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Mac OS 9 

Infrastructure network without encryption 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. Verify that the Network light is illuminated. If not, check the cable connections. 




3. Press the printer Report Page button to print an HP Report page. 




4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click Wireless (802.1 1). 

7. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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8. Follow the onscreen instructions to configure the printer settings. 

9. After the Wireless Configuration Wizard is finished, close the EWS. 

10. Unplug the Ethernet cable from the printer to enable wireless communication. 

11. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

12. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

13. Open Chooser, and then select the HP Inkjet 6.x icon. 

14. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

15. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 1 through 15 above to install the printer software on other network computers. 
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Infrastructure network with encryption 

1. Open the AirPort Admin Utility, then do the following: 

a. Click Base Station, and then select Equivalent Network Password. 

b. Write down the WEP key on a piece of paper. 

c. Close the AirPort Admin Utility. 

2. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

3. Verify that the Network light is illuminated. If not, check the cable connections. 




4. Press the printer Report Page button to print an HP Report page. 



5. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

6. On the EWS, click the Networking tab. 

7. Under the Connections heading, click Wireless (802.1 1). 




Go to the next page... 



8. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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Follow the onscreen instructions to configure the printer settings, including the 
WEP key you wrote down in step 1 . 

10. After the Wireless Configuration Wizard is finished, close the EWS. 

11. Unplug the Ethernet cable from the printer to enable wireless communication. 

12. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

13. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

14. Open Chooser, and then select the HP Inkjet 6.x icon. 

15. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

16. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 2 through 1 6 above to install the printer software on other network computers. 
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Ad hoc or computer-to-computer 

1. Press the printer Report Page button to print an HP Report page. 




2. Open the AirPort Setup Assistant, and then follow the onscreen instructions for 
joining an existing wireless network. Use hpsetup as the existing network to join. 

3. Find the URL listed on the HP Report page. 

4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click Wireless (802.1 1). 

7. On the Wireless (802.1 1) Interface screen, click the Advanced tab. 

8. Enter the wireless network settings for the wireless network to which you want to 
connect the printer: 

• Under the Network Name heading, enter the network name (such as 
"MyNetwork") in the SSID box. 

• Under the Network Settings heading: 

• Select Ad Hoc. 

• Select the channel from the Channel drop-down list. 

• Enter the network wireless security settings. 

9. After entering the wireless network settings, click the Apply button, and then close 
the EWS. 

10. Open the AirPort Setup Assistant, and then reset the computer to the original 
AirPort configuration. 

Go to the next page... 
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11. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

12. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

13. Open Chooser, and then select the HP Inkjet 6.x icon. 

14. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

15. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 1 through 1 5 above to install the printer software on other network computers. 

802.1 Ig 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802.1 1 devices. If your network is made up of only 802.1 1 g 
devices, then you might want to configure the printer to operate in 802.1 lg mode in 
order to optimize network performance. 

To configure the printer to operate in 802.1 1 g mode while connected to an ad hoc 
network, follow the steps under "802.1 lg" on page 13. 
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Troubleshooting a wireless connection 



During software installation 

During the software installation process, the setup wizard searches for the printer 
twice, once when the Ethernet cable is connected to the printer, and then after the 
Ethernet cable has been removed. 

The computer cannot find the printer when the Ethernet cable 
is connected 

If the computer cannot find the printer when the Ethernet cable is connected, verify the 
following before investigating any of the topics in this section: 

• All cable connections to the computer and the printer are secure. 

• The network is operational and the network hub, switch, router, or Wireless 
Access Point (WAP) is powered on. 

• The printer is powered on, paper is loaded in the In tray, and the print 
cartridges are correctly installed. 

• All applications, including virus protection programs and personal firewalls, 
are closed or disabled. 

If you corrected any of the above, try running the installation wizard again. 
Connect the Ethernet cable if it is not connected 

Connecting the Ethernet cable to the printer is crucial to successfully configuring the 
printer to operate on a wireless network. 

Use an Ethernet cable to connect the printer to an Ethernet port on the network, such 
as an available Ethernet port on a Wireless Access Point (WAP), router, hub, or wall 
socket. 

After connecting the cable, rerun the installation wizard. When prompted during the 
installation, remove the Ethernet cable. 
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Check the Network light 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 



Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 



Then try one of the following solutions to connect the printer to the network. 

• Disable any software firewall running on the computer 

A software firewall can prevent the computer from finding the printer on the 
network during the printer software installation process. If the computer cannot 
discover the printer, then the printer software cannot be installed on the computer. 

If the computer has a software firewall other than the firewall included with 
Windows XP installed (such as, BlacklCE®, ZoneAlarm®, or Brickhouse®), 
consult the documentation that came with the firewall for help in disabling the 
firewall. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

Before installing the printer software on a computer, temporarily disable the 
software firewall on the computer, and then assign the printer a static IP address. 
After the printer software is installed on the computer, re-enable the firewall. 

For instructions about connecting the printer to a network on which computers are 
protected by a software firewall, go to "Configuring the printer for a software 
firewall" on page 52. 
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Place the printer and the computer on the same subnet 

A subnet is a small network that is part of a larger network. If the computer is on 
a different subnet than the printer, the software installation can be problematic. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 1 0, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the computer and the printer are not on the same subnet, move the printer to 
the same subnet as the computer, and then run the setup wizard again. 




0 



The computer and the printer are on different subnets. 




The computer and the printer are on the same subnet. 



• Verify that the computer is connected to the network 

Verify that the computer is connected to the network and the computer LAN or 
network card is operating correctly. 

The computer cannot find the printer after you remove the 
network cable 

Check the Wireless Status light on the front of the printer. If the Wireless Status light is 
not illuminated, then the printer wireless radio is not active. 



Verify that the network cable has been removed from the printer. The printer cannot 
communicate over a wireless connection if the network cable is connected to the 
printer Ethernet port. 

Check the Network light 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 
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Try the following solutions: 

• Check the Signal Strength indicator 

Check the Signal Strength indicator on the front of the printer. If all three bars 
are illuminated, then the printer is receiving a strong radio signal. 




If none or only one of the bars on the Signal Strength indicator is illuminated, 
then verify the following conditions: 

• No large objects are obstructing the path between the printer and the 
WAP or the printer and the computer. 

• The printer is within range of the WAP or computer. 

• A cordless phone or microwave oven is not operating near the wireless 
network. 

* Compare the printer wireless settings to the network wireless settings 

Press the Report Page button on the front of the printer to print an HP Report 
page. 




Check the settings displayed on the HP Report page against the wireless settings 
for the network. Find the settings that do not match. Use the Ethernet cable to 
connect the printer to the network, rerun the setup wizard, and then enter the 
correct network wireless settings to configure the printer for the network. 
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• The Wireless Access Point (WAP) filters by MAC address 

If the network WAP or router filters network devices by MAC address, then follow 
these steps: 

1. Find the printer hardware address (MAC address) on the HP Report page. 

2. Open the configuration utility for the WAP or router. 

3. Enter the printer MAC address for the printer. 

For help using the configuration utility for the WAP or router, consult the 
documentation that came with the WAP or router. 

After software installation 

Printer does not print 

If the printer does not print, then verify the following: 

• The printer is loaded with paper. 

• The printer is not experiencing a paper jam. 

• The Print Cartridge Status lights on the front of the printer are not illuminated 
or flashing. 

• The printer is selected in the application from which you are attempting to 
print. 

• The network is operational and the network hub, switch, router, or Wireless 
Access Point (WAP) is powered on. 

• The printer is powered on. 

For further troubleshooting information, see the printer online user's guide installed on 
the computer. 

If each of the above conditions is true, then follow the steps to check the Network light 
as shown under "Check the Network light" on page 30. 
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Network settings are wrong or have changed 

If any of the settings displayed on the HP Report page do not match the network 
settings, or if the network wireless security settings have changed, follow these steps: 

1. Connect the Ethernet cable to the printer Ethernet port, and then do one of the 
following tasks: 

• For an ad hoc network: connect the Ethernet cable to your computer. 

• For an infrastructure network: connect the Ethernet cable to the Wireless 
Access Point or router. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading click Wireless (802.1 1). 

5. Click the Wireless Setup button to run the wireless setup wizard. 

6. After the wireless setup wizard has finished, close the EWS, and then disconnect 
the Ethernet cable. 
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If the printer still does not print, try the following solutions: 

• Network authentication protocol is not supported by the printer 

If you changed the network authentication protocols on your wireless network 
after connecting the printer to the network, you might have selected a protocol 
that is not supported by the printer. 

The printer can support WEP authentication, WPA-AES, and WPA-TKIP. The 
network to which the printer is connected must use one of these authentication 
protocols or no authentication at all. 

• Software firewall is blocking access to the printer 

If your network uses DHCP or AutolP to assign IP addresses to network devices, 
then a software firewall installed on your computer might block access to the 
printer after the printer is connected to the network and the printer software is 
installed on the computer. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

To fix this problem, follow the steps under "Configuring the printer for a software 
firewall" on page 52. 
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• The printer and the computer are not on the same subnet 

A subnet is a small network that is part of a larger network. If the computer is on 
a different subnet than the printer, the computer and the printer might not be 
able to communicate. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 10, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the computer and the printer are not on the same subnet, move the printer to 
the same subnet as the computer. 

The computer and the printer are on different subnets. 
The computer and the printer are on the same subnet. 



35 



Connecting the printer to a wired Ethernet 
network 

Getting started 

Has the printer hardware been set up? 

Follow the instructions on the setup poster that came with the printer to set up the 
printer hardware before connecting the printer to the network. 

Are computers on the network protected by a software firewall? 

If any of the computers on the network are protected by a software firewall follow the 
instructions under "Configuring the printer for a software firewall" on page 52 before 
connecting the printer to the network. 

Connecting to the printer 

Step 1 : Connect the printer to the network 

Use an Ethernet cable to connect the printer to the network hub, switch, or router. 

For instructions on connecting the printer to a network, see "Step 1 : Connect the 
printer to the network" on page 37. 

Step 2: Install the printer software over a wired Ethernet connection 

The steps for installing the printer software on your computer vary by operating 
system: Windows, Mac OS9, and Mac OSX. 

For installation instructions, see "Step 2: Install the printer software over a wired 
Ethernet connection" on page 39. 
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Step 1 : Connect the printer to the network 



Follow these steps to connect the printer to an Ethernet network: 

1. Verify that the printer is powered on. 

2. Connect the Ethernet cable to the network hub, switch, or router. 

cZ^r^ Note: Do not plug the Ethernet cable into 

XCJ*^^ a port labeled Internet, WAN, or Uplink. 

3. Connect the Ethernet cable to the Ethernet port on the back of the printer. 

4. Do one of the following: 



State of the Link light 


Task 


On 


Go to step 5. 


Off 


Repeat steps 2 through 4. 

If the Link light is still off, then verify the following: 

• The printer is powered on. 

• The network hub, switch, or router is powered on. 

• All cable connections are secure. 

• You are using an Ethernet cable. 


Go to the next page- 
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5. Press the printer Report Page button to print an HP Report page. 




6. Install the printer software on each computer that will use the printer (see "Step 2: 
Install the printer software over a wired Ethernet connection" on page 39). 

Note: It is recommended that the printer and the computers that use the printer be 
on the same subnet. 
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Step 2: Install the printer software over a 
wired Ethernet connection 



Software Firewall? If your computer is protected by a software firewall follow the steps 
under "Configuring the printer for a software firewall" on page 52 before installing the 
printer software. 



1. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

2. On the Connection Type screen, select Wired Network, and then click Next. 

3. Follow the onscreen instructions to complete the software installation. 



1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. On the Connection Type screen, select Wired Network (802.3), and then click Next. 



Windows 



Macintosh 



Mac OS X 



1 " ■ ■ ■. "-- 
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Go to the next page... 
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4. Follow the onscreen instructions to complete the software installation. 

5. On the Add Printer screen, click Open Print Center. 

6. Click Add Printer. 

7. Do one of the following depending on the version of Mac OS X you are using: 

Mac OS x v 10.2.3 Mac OS x v 10.2.2 and lower 




Printer Model: Generic 



X 



t Cancel ~ ) Add ) 




Printer Model: Gi 



( Cancel ) A H 



Select Rendezvous. 



Select HP IP Printing, and then click the 
Discover button. 



8. Select the printer, and then click the Add button. 

9. Close Print Center. 
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Mac OS 9 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

3. Open Chooser, and then select the HP Inkjet 6.x icon. 

4. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

5. Select the printer, and then close Chooser. 
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Troubleshooting a wired Ethernet 
connection 



During installation 

The computer cannot find the printer 

If you are unable to install the printer software on the computer or discover the printer, 
verify the following before investigating any of the topics in this section: 

• All cable connections to the computer and the printer are secure. 

• The network is operational and the network hub, switch, or router is powered 
on. 

• The printer is powered on. 

• All applications, including virus protection programs and personal firewalls, 
are closed or disabled. 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 




Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 




Then try one of the following solutions to connect the printer to the network. 
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Printer and computer are on different subnets 

A subnet is a small network that is part of a larger network. If the computer is on 
a different subnet than the printer, the software installation can be problematic. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 1 0, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the printer and the computer are not on the same subnet, move the printer to 
the same subnet as the computer and then run the installation wizard again. 




The computer and the printer are on different subnets. 




The computer and the printer are on the same subnet. 



Disable any firewall running on the computer 

A software firewall can prevent the computer from finding the printer on the 
network during the printer software installation process. If the computer cannot 
discover the printer, then the printer software cannot be installed on the computer. 

If the computer has a software firewall other than the firewall included with 
Windows XP installed (such as BlacklCE®, ZoneAlarm®, or Brickhouse®), 
consult the documentation that came with the firewall for help in disabling the 
firewall. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

Before installing the printer software on a computer, temporarily disable the 
software firewall on the computer, and then assign the printer a static IP address. 
After the printer software is installed on the computer, re-enable the firewall. 

For instructions about connecting the printer to a network on which computers are 
protected by a software firewall, go to "Configuring the printer for a software 
firewall" on page 52. 



After installation 

Printer does not print 

If the printer does not print, then verify the following: 

• The printer is loaded with paper. 

• The printer is not experiencing a paper jam. 

• The Print Cartridge Status lights on the front of the printer are not illuminated 
or flashing. 

• The printer is selected in the application from which you are attempting to 
print. 

• The network is operational and the network hub, switch, or router is powered 
on. 

• The printer is powered on. 

• All cable connections to the computer and the printer are secure. 

For further troubleshooting information, see the printer online user guide installed on 
the computer. 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 




Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 




Then try one of the following solutions to connect the printer to the network. 
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Printer and computer are on different subnets 

A subnet is a small network that is part of a larger network. If the computer is on 
a different subnet than the printer, the computer and the printer might not be 
able to communicate. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 1 0, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the printer and the computer are not on the same subnet, move the printer to 
the same subnet as the computer. 



0 




0 



The computer and the printer are on different subnets. 




The computer and the printer are on the same subnet. 



• Software firewall is blocking access to the printer 

If your network uses DHCP or AutolP to assign IP addresses to network devices, 
then a software firewall installed on your computer might block access to the 
printer after the printer is connected to the network and the printer software is 
installed on the computer. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

To fix this problem, follow the steps under "Configuring the printer for a software 
firewall" on page 52. 

Network settings have changed 

Follow these steps to check the printer network settings listed on the HP Report page 
against the actual settings for the network: 

1. Open the configuration utility for the network hub, switch, or router and find the 
network settings. 

For help using the configuration utility for the network hub, switch, or router, 
consult the documentation that came with the hub, switch, or router. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading, click Wired (802.3). 

5. Click the IP Configuration tab. 

6. Enter the correct settings for network, and then click the Apply button. 

7. Close the EWS. 

8. Press the printer Report Page button to print an HP Report page. 




9. Compare the printer network settings to the actual setting for the network. If the 
settings do not match, repeat steps 2 through 9. 



Managing the printer on a network 

The printer offers several tools to help you manage the printer on a network. 



HP Report page 49 

Embedded Web server (EWS) 50 

Changing wireless security settings 51 

Configuring the printer for a software firewall 52 

Resetting the printer to factory default settings 57 
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HP Report page 

Press the Report Page button to print an HP Report page. 




The HP Report page supplies useful information about the printer wireless, wired, and 
PictBridge connections, such as the following items: 

• URL: The address of the printer embedded Web server. 

• Hardware address (MAC): The printer media access control (MAC) address. 

• IP address: The IP address of the printer. 

• Subnet mask: The subnet mask of the network to which the printer is 
connected. 

• Default gateway: The IP address of the gateway. 

• Communication mode: The wireless communication mode to which the printer 
is set. 

• Network name (SSID): The network name of the wireless network to which the 
printer is connected. 

• Channel: The number of the channel on which the printer wireless radio is 
broadcasting. 

• Authentication type: The authentication protocol that the printer is using. 

• Encryption: The wireless encryption strategy that the printer is using. 



Embedded Web server (EWS) 

The printer has an internal Web page, called the embedded Web server (EWS). You 
can access the EWS with an Internet browser. 

To use the EWS, the printer must have a valid IP address and be on the same subnet 
as the computer you are using. 

Follow these steps to open the EWS: 

1. Press the printer Report Page button to print an HP Report page. 




2. Find the printer URL on the HP Report page. 

Note: Verify the printer URL is something other than http://0.0.0.0 and that the 
subnet mask matches that of your computer. If either of these conditions is not 
true, connect an Ethernet cable to the printer and the network router, and then 
repeat steps 1 and 2. 

3. Launch the Web browser (use either Internet Explorer 5 and higher, Netscape 
4.75 and higher, or Safari). 

4. Enter the printer URL in the browser address box, and then press Enter. 
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Changing wireless security settings 



If you change the wireless security settings for your wireless network, you must 
reconfigure the printer with the new settings. 

Getting started 

Before reconfiguring the printer, you must find the following settings: 

• Network name (SSID) 

• The new wireless security settings: 

• WEP: Find the WEP key(s) 

• WPA: Find the passphrase and authentication protocol 

Consult the configuration utility for the network Wireless Access Point (WAP) to find 
the wireless security settings. 

Configuring the printer 

Follow these steps to reconfigure the printer with new wireless security settings: 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading, click Wireless (802.1 1). 

5. On the Wireless Setup tab, click the Start Wizard button. 

6. Follow the onscreen instructions to enter the new settings and finish the 
configuration. 
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Configuring the printer for a software 
firewall 

A software firewall protects a computer from unauthorized access when a computer is 
connected to the Internet. 

Popular software firewalls include: BlacklCE®, ZoneAlarm®, and Brickhouse®. 

Note: Windows XP has a software firewall included. If your computer uses only 
the Windows XP firewall, then you do not need to follow the instructions 
contained in this section. 

Problem 

Unfortunately, a software firewall can cause two problems when using the printer on 
a wired or wireless network. 

• Failed installation: A software firewall can prevent the computer from finding the 
printer on the network during the printer software installation process. If the 
computer cannot discover the printer, then the printer software cannot be installed 
on the computer. 

• Lost connection: If the printer is connected to a wired or wireless network that uses 
DHCP or AutolP to assign IP addresses, then if the printer IP address changes, a 
software firewall can prevent the computer from finding the printer on the network 
even if the printer software has been successfully installed on the computer. 

Solution 

In order for the printer to be usable on a network on which computers are protected 
by a software firewall, you must do the following: 

1. Temporarily disable the software firewall before installing the printer software on 
a computer. 

2. Assign the printer a static IP address. 
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Temporarily disabling the software firewall before installation 

Before assigning the printer a static IP address and then installing the printer software 
on a computer, temporarily disable the software firewall on the computer. For 
instructions about disabling the software firewall, see the documentation that came 
with the software firewall. 

Whenever the software firewall is disabled, HP strongly recommends that the 
following items be installed on the computer: 

• A hardware device, such as a gateway, that provides firewall protection 
between the computer and the Internet 

• An up-to-date anti-virus software program 

For maximum virus protection while the firewall is disabled, disconnect the computer 
or router from the Internet while you install the printer software on the computer. After 
the printer software is installed, you can reconnect the computer or router to the 
Internet. 

After disabling the software firewall, follow the steps for assigning the printer a static 
IP address. 
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Assigning the printer a static IP address 
Getting ready 

Before assigning the printer a static IP address, you must find the following 
information about your network: 

• The IP address range of the network DHCP server 

• Subnet mask 

• Gateway 

To find this information, see the configuration utility for the network router or switch. 
Otherwise, see the documentation that came with the network router or switch. 

The static IP address must be outside the range of IP addresses that your network 
assigns to devices on the network. 

For example, a network might use DHCP to assign IP addresses that range from 
1.1.1.1 to 1.1.1.1 00. In this case, 1.1.1 .25 would not be a good static IP address to 
assign to the printer since it falls in the range of IP addresses assigned by the network. 
However, 1.1.1.101 would be a good static IP address because it falls outside the 
range of IP addresses assigned by the network. 
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Assigning the static IP address 

Follow these steps to assign the printer a static IP address: 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. When the Network light on the front of the printer is turned on and solid, press 
the Report Page button to print an HP Report page. 




3. Find the printer URL on the HP Report page. 

4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click one of the following options: 

• If you are connecting the printer to a wired Ethernet network, click 
Wired (802.3). 

• If you are connecting the printer to a wireless network, click Wireless 
(802.1 1), and then click the IP Configuration tab. 

7. Under the IP Address Configuration heading, select Manual IP, and then enter the 
static IP address you want to assign to the printer, the subnet mask, and default 
gateway. 

Note: Remember, the static IP address must be outside the range of IP addresses 
assigned by the network. Also, if you do not have a subnet mask or default 
gateway to enter, then enter 0.0.0.0 for each item. 

Go to the next page... 
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8. Under the DNS Address Configuration heading, enter the preferred and alternate 
DNS servers. 

Note: If your do not have preferred and alternate DNS servers to enter, then enter 
0.0.0.0 for each item. 

9. After entering all of the information, click the Apply button, and then close the 
EWS. 

10. Open the configuration utility for the software firewall, and then enter the IP 
address that you assigned to the printer in the list of accepted IP addresses. 

For help with the software firewall configuration utility, see the documentation that 
came with the software firewall. 

After assigning the printer a static IP address, follow the printer software installation 
instructions appropriate for how you want to connect the printer to the network: 

• Wireless connection: go to page 9. 

• Wired Ethernet connection: go to page 37. 

Note: After installing the printer software, re-enable the software firewall on the 
computer. 
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Resetting the printer to factory default 
settings 

Resetting the printer to the factory default settings clears all the settings from the 
printer memory for your network. This should only be done as a last resort when 
troubleshooting the printer. 

Resetting the printer to the factory default settings may require you to reinstall the 
printer software. Additionally, you will also have to reconfigure the printer security 
settings. 

The printer default settings are: 



Option 


Default setting 


Communication mode 


Ad hoc 


Network name (SSID) 


hpsetup 


Encryption 


None 


IP address 


Automatic 


Wireless radio 


On 


EWS administrator password 


[blank] 



Follow these steps to reset the printer to the factory default settings: 

1. Verify that the printer is powered on. 

2. Press and hold down the Report Page button. 

3. While holding down the Report Page button, press the Cancel button three times. 

4. Release the Report Page button. 
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Glossary 



802.1 lg and b: 802. 1 1 g and 802. 1 1 b are wireless standards that communicate in 
the 2.4 GHz band. 802.1 lg provides speeds up to 54 Mbps. 802.1 1 b provides 
speeds up to 1 1 Mbps. 

Ad hoc network: A type of wireless network in which devices directly communicate 
with each other rather than through a Wireless Access Point (WAP). Ad hoc networks 
are typically small and simple (for example, two wireless PCs or a wireless PC and a 
wireless printer). Performance on these types of networks can degrade if more than 
six devices are on the network. Ad hoc networks are also known as "computer-to- 
computer networks," "peer-to-peer networks," "independent basic service stations 
(IBSS)," or "direct-connect wireless networks." 

Authentication: Authentication is a wireless network security strategy. On a network 
with authentication, devices use a shared key as a password and communicate only 
with devices that know the key. Unlike WEP, authentication does not encrypt the data 
sent between wireless devices. However, authentication can be used in conjunction 
with WEP. Authentication keys and WEP keys can be identical. 

Channel: One of several pre-set frequencies at which 802.1 1 -enabled devices 
communicate in order to reduce interference. The number of channels available varies 
by country/ region. 

Embedded Web server (EWS): The printer embedded Web server is a networking 
configuration utility that is accessed through an Internet browser. For more 
information, see "Embedded Web server (EWS)" on page 50. 

Encryption: A network security strategy that encodes the data sent across a wireless 
network making the data unintelligible to eavesdroppers. The printer supports WEP 
and WPA. 

Encryption keys: A sequence of characters or digits that a wireless device uses to 
encode data. Encryption keys can be static (as they are in WEP) or dynamic (as they 
are in WPA). 
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Ethernet: A popular form of wired computer networking for Local Area Networks. 

Ethernet cable: There are two types of Ethernet cables. A straight-through cable is the 
most common and is used to connect devices on a network to a hub or router. A 
crossover cable is used to connect two devices that have Ethernet ports but that are 
not hubs or routers. 

Firewall: A combination of hardware and software tools that protect a network from 
unwanted entry. 

Gateway: A dedicated device (router or computer) that connects two different 
networks. For example, a computer on an Ethernet network may act as a gateway 
between the network and the Internet. 

Hub: A simple device that acts as the center of an Ethernet network. Other devices on 
the network are connected to the hub. 

IP address (Internet Protocol address): A unique number that identifies a device on a 
network. The IP address is often automatically assigned by DHCP or AutolP. However, 
a device can be manually assigned a static IP address. 

Infrastructure network: A type of wireless network in which devices communicate with 
each other through a Wireless Access Point (WAP), such as a wireless network hub, 
router, or gateway. 

Network card: A network card enables a computer to communicate on a wired or 
wireless network. 

Network name: A network name is an alphanumeric, case-sensitive character string 
that provides basic access control to a wireless network. A network name is also 
known as a "Service Set Identifier (SSID)." 

Subnet: A small network that acts as part of a large network. It is recommended that 
the printer and the computers that use the printer all be on the same subnet. 

Subnet mask: A number that identifies the IP addresses that belong to a subnet. 

Switch: A network device that manages network traffic in order to minimize collisions 
and maximize speed. 



USB flash drive: A USB flash drive is a portable storage device that plugs into a USB 
port. USB flash drives are sometimes called "thumbdrives" or "jumpdrives." 

WEP: Wired Equivalent Privacy (WEP) provides security by encrypting data sent over 
radio waves from one wireless device to another wireless device. WEP encodes the 
data sent across the network making the data unintelligible to eavesdroppers. Only 
devices that share the same WEP settings as the printer will be able to communicate 
with the printer. WEP depends on encryption keys that are static and provides less 
security than WPA. 

WEP key: A WEP key, or encryption key, is a sequence of alphanumeric characters or 
hexadecimal digits. After creating a WEP key, you must remember it or store it in a 
secure location. You may not be able to retrieve the WEP key if you lose it. A WEP 
key is either 64- or 1 28-bits long. The first 24 bits of the key are provided 
automatically. When creating the WEP key, the person creating the key provides the 
remaining bits (40 bits in the case of a 64-bit key, or 1 04 bits in the case of a 1 28-bit 
key). 

Wireless Access Point (WAP): A Wireless Access Point (WAP) is a device through which 
devices (for example, computers and printers) on an infrastructure wireless network 
communicate with one another. A WAP is also called a "base station." 

Wireless Network Key: On a computer that is running Windows XP service pack 2, 
you can use a USB flash drive to create a Wireless Network Key. A Wireless Network 
Key allows you to easily configure wireless devices for a wireless network. For more 
information, see "Infrastructure network with a Wireless Network Key" on page 10. 

Wireless profile: A wireless profile is a collection of wireless network settings that 
applies to a particular wireless network. For example, a wireless LAN card can have 
one profile for a home network and another profile for an office network. When 
installing a device on a network, be sure to select the appropriate profile. 

WPA: Wi-Fi Protected Access (WPA) provides security by encrypting data sent over 
radio waves from one wireless device to another wireless device and by controlling 
access to network resources through authentication protocols. Only devices that share 
the same WPA settings as the printer will be able to communicate with the printer. 
WPA uses encryption keys that change frequently. WPA provides better security than 
WEP. 
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(0$)o 





52 "Mkimtkmnmmw ^mmsm 0 
mm^t^mitmmmmmmmM^Mm^m^n-. windows, mqcosq, 

\>XR Mac OSX 0 
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2. mu±m&mmmmtmzm, sm, im&& 0 




Internet, WAN, Uplink fi^P 



3. ^Wi:raffe^)if«TEPtfliS7jW "Ethernet" (UUcH)^n o 

4. #l^T^JJif^-: 



"MS" Jg^Ttfl 
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5. mrmmm^-mmw -hp m 0 




■a- 
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Windows 

i. #jrepm^# cd ticxtt&WM cd-rom ggsfrs, &j§t$Miiim±ftifc!8#fao 

3. &Miffl®±Wifci#^Jft&#£&o 



Macintosh 

Mac OS X 



1. #Jieptll^# CD ticKtt&Wft CD-ROM jfoJs&& CD 

2. ]£S HP Deskjet 6800 Sit, E^&MlM±Wijr^#tfT „ 

3. &mmmmmm±., mmmm®(so2.3), m^mr-Po 

HP Deskjet 680Q Series jSBBlg 

m 



mm 





Osarats [802.li) 


SfflSBBSEiStg. IB: AirPort. 


e^SHffi 1802.3) 




OUSB IttHtS) 


m use ts&ats. 
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4. mmmm±mm^mm^o 

5. ft}$AlH ; rfUttiIjffl±, jfttStffl Print Center 0 

7. IKftrfM m Mac OS X Jifczfs JWrT^Bftf^.- : 



Mac OS xv 10.2.3 



Mac OS x v 10.2.2 flligfflcJig* 



AppleTalk 
IP#TSp 
Open Directory 

USB 

Windows nen 
HPIPfJEP 



H3 



AppleTalk 

Open Directory 

Rendezvous 

USB 

Windows fTEp 



fTEIWisi? : Baa* 



( ma ) ■ sm 



Rendezvous c 



mn HP IP fTEp , Discover ; 



8. rnmitm, ?m&mmnummc 

9. ^Pfl Print Center D 
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Mac OS 9 

1. mrftw&w cd wc\ftm\M cd-rom w&&, mis^m cD^mm 

2. mm HP Deskjet 6800 Si" , &Bm^*ffiMB$!Wm o 

3. jT5fi8;ffi8&, HP Inkjet 6.x gf 0 

4. ss^N«biS3?tf^mac« tcp/ip hj^w, iMMo 

5. mmfswvi, ^^Mi£E* 0 



Si? 
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ttjt«i«^atrai«i 
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m "hp m&w ^mamw^i ip mk, m-twitti ip *±it^Mo ip 

tfl IP ifefehW 169 JF^, TWTEPm IP ifetltK 10 JB*c, tJlt/T^TEP^ifliWft 

S£ Windows if g#l±fi& IP Mt: 

1. J^*?H(fK #*isfr, ?£JnWiK Command (^)o 

2. ft command prompt ( 1^44^ ) ffl"P F*3 , HA ipconfig , f&Ja&T Enter 

(0$)o 

gft Macintosh OS X it}f#l±fi$ IP ffiilh: 

1. *r?FH»ie«i«= 

2. ft Show (M/^) T14^m4-, M$ Airport, EMS TCP/IP 0 

JS& Macintosh OS 9 itlf#l±S$ IP tfiilt, JA Apple , TCP/IP 0 




0 



✓ 
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it mmmmmmji , wmmukmrnm^mnm^ „ 
jnmfm\MG$$z windows xp mMm&mikmwmmmxm ( 

BlacklCE®, ZoneAlarm®, j£ Brickhouse® ) , if m^ffi !kmM&}JC&Mmt&XM 

windows xp mm^^m^^Mmm&mmm^mo tammmL 
windows xp mmkm, im^m^&^mkimwmmfiikmwtmmji 

5xw "Mkimtkmnmnrnji" „ 




ts«i^$@ 0 Mtmmgmw, mrmmMjf^m^mm, m "hp 
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m "hpu^m" ^mamtrtm ip mt, ^r\-mim \? mmm. m^wmt 
tit ip mm 1 69 jbjc , mtTEPtt ip i o jf^, wm^tr^mmm.^ 

^£ Windows itHm±S$ IP ifeii: 

1. #-*iStr, MinfiA Command (fft40o 

2. ft command prompt ( ) WP ft , HA ipconfig , EJn^T Enter 



^ft Macintosh OS X itg#L±S£jfe IP Jfetlt: 

1. JT?FH«He*J« 0 

2. ft Show (M*)Ti4^m^, Airport, TCP/IP 0 

gft Macintosh OS 9 itHm±fi$ IP tfttt, >A Apple , M$ TCP/IP 0 



(0^) = 



0 




0 




in$ki&Mmmi% dhcp & Autoip ip mfc%mm&&, w&fflrrowtis&m 

windows xp mmMffiim^msftWim&&fo : ?$L a inmmm. 
mi windows xp mmxm, mm^m^tL^mmmmmmmxm^M^m 

i%jm& IP ±Mto 

2. JTJFJTEPiaiKA Web (EWS) D Mgmg&TMffiXK EWS ftflfflft, if #M 

3. ft EWS ±, Networking ( £W ) tj3£ 0 

4. ft Connections ( i£® ) feMT, Wired (802.3) ( 802.3 ) 0 

5. IP Configuration ( IP ffiB ) f*So 

6. ftAI*WJiE$&«fi, EM^* Apply (fijg)8ffl 0 

7. ^fflEWS 0 

8. &TJTEp«£-J^fflfTEP "HP Jft#" 5T 0 




9. mrepmra^fi^^^wra^mfi^Mo jazmsxmm, mmM.mr#m2m 
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"HPfK^" M 49 

«AWebl!R&3&(EWS) 50 

&&3c*%%±Umm 51 

^mmtkmnmtr^u 52 

®ttfvmmm%rmmxmM. 57 



■H- 
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"HP }6#" 15 



mTm&mmttw "hp &w m 0 




• URL: ttQitilWUK Web M#^WAfctlho 

• 5M#fttlh(MAC): JTEpm^WMet'J (MAC) iifeiiho 

• IP Jftiih: JTWmW IP ±toh 

• ra^^^(ssiD): tt®w>ffimm®3£mmmmmm%ffio 

• fait: mmm^^m^rmmmmwM^no 
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t£A Web HB&fi (EWS) 



JWtT^SWJTJF EWS: 

1. &TfTEp#LMra#]ft'&ffifTEp "HPjg^"^ 0 



2. ft "HP ffiiT £±fii&TEPtHfi<J URL 0 

i m2 a 

3. ^ Web ( ^ffl Internet Explorer 5 SliW^ Netscape 4.75 fP^ttS 
zfi, Safari ) 0 

4. ft?*mS&lfe±ji:fI4 1 ftAtTEPflURL, $^$T Enter (0$) o 





50 



• (ssid) 

• WEP : S^WEP^ 

• WPA : mtn^mmitMX 

#0H "Wireless Access Point" {^MijjH^, WAP ) m&W^MW, U^WtM^ 

1. mm±m&mmttzmmmmmm&±mm , mm-, 3mm°\& (wapk 

2. JT5WEPtfie<j«AWebJi6#S(EWS)o in*fl®#iftWJr?F EWS , if 50 

3. ft EWS ±, i^* Networking ( mU ) **^o 

4. ft Connections (i£®)feHT, Wireless (802.11) (^802.11 ) Q 

5. ft Wireless Setup ( SgHfcS ) fe&±, Start Wizard ( £?Sl»l^ ) fefflo 

6. SMliM±«)ilHjllASffWSfifi#^^@r:fio 
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mimmm'Xm^Mi: BlacklCE®, ZoneAlarm®, UR Brickhouse® 0 

ffijft: Windows XP ^j»-^#Kf^dto Mt^tlPllMX^ Windows XP Kf 

ft® 

• fcfeii® : Jn^TEp*Ui^5!M5Effl DHCP s£ AutolP #Jg£ IP iMtWW^^IH 

ft?**}* 

2. ^jrwm^-^HtHS ip i&a:,, 
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^tmmmmkmss , hp mtimim\mu±^m^i s : 
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Mmm%*- / tfifrt& ip mat 

^jrwm^-^j^HHS ip mm, MiMfsw^WTM: 

• H$ DHCP IP J&tit?aH 

• m^i 

^mmim, immmmm^m^mwm^mmWo mi, &m&&wmm 

m& ip mmm&M&mm%&&immnfe ip msmmzfto 

Mta , mmniffitim dhcp ffi&jsm& 1 . 1 . 1 . 1 sa 1 . 1 . 1 . 1 oo w ip mt 0 &tm , 
i .1 .i .25 m^^^^mmmm^m ip mt, my&*te??mmmm ip 
mmmft* mm, i .i .i .ioi ip mt, B#£*fcrra*&0r*g£« ip 



■fr 
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IP Jfttt 

mimmwuMwm^-^m ip 




3. ft "HP M^" K±S^JTWm» URL 0 

4. amtit*rK«wra, EJsfttitttfi^iiiA -hp K±?!)tt#)fffim 

URL, WJr5W£P«l«AWeb|R#«(EWS) 0 

5. ft EWS ±, Networking ( ) ft^o 

6. ft Connections ( i£S ) feMT, ##T#B&9Ul^: 

• ^m^#frEPtH3igS!jW^Wicra^, ii^* Wired (802.3) ( 802.3 ) 0 

• ^m^#frEPtH^Stt^rai&, «!)»£* Wireless (802.11) ( 
802.1 1 ) , EiS^* IP Configuration ( IP HSB ) t*^ 0 

7. ft IP Address Configuration ( RB IP itkiit ) feMT , M$ Manual IP ( f ^ldS 

ip) , fmm\immm^mm^ ip j&tih w.smraj'co 
m$sAMTmmhmmkm% , wm&m i +«ja o.o.o.o 0 
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8. ft DNS Address Configuration ( MS DNS iftii ) UMT , fiA^BW&ffl DNS M 

mm-. iazMm&miAto-nmi&ft dns m§m, jaijft^@*$tAo.o.o.o 0 

9. mixm^mMsjs, ^Ap P i y e^«ews d 

10. }T?F&#l$fr*J§Mffi»£ffl®*, MisftnmSW IPJfeih^mf, ftA^SIMT 

mm} ip jfeiho 

• w^wicra^S: mm 37 jr 0 



■fr 
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mm 








(ssid) 


hpsetup 






IP i&tit 








ews *wm§>^m 


[§] 



1. feSJTEpm%ilS^BJTJFo 

2. SftJg^MSfflo 

4. M3?ffi%mm 0 
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802.1 lg m b : 802.1 lg M 802.1 lb ^£ 2.4 f*| (GHz) M^+ffllfW3fc^ic 
802. 1 1 g nT^#t^j& 54 Mbps ffj£j£ 0 802. 1 1 b JJ!!jnm#fc|ffi* 1 1 Mbps WMSo 

IP ifeit ( £JftM1friKtttt ) : iR9JW*&±W«#W3!ft##?5o IP i&tlBI^ DHCP 
AutolP &%mi 0 {M^, tM^m&^^-^f^ IP Jfefiho 

USB tfcM^f?: USB ttW3Ks(l3fci— USB SPSf^M„ USB ftWgg 
^Wfcyfa "thumbd rives" l5c "jumpdrives" 0 

wep: w» (wep) 3dnaf-^^a#-^s— &^a^ra*^4,a!Lh^ 
stiKiftMWo wep ^u%m^±.!m^wmmmm)mmm^m^ 
?x 0 K**t-^jrwmffiR wep im$i&&^mmtmm.ito wep imm^wiip 
^ts#_@jmk wpa 

wep^dj: wEP«ftt, ^awsfarta, ^-^^^-^m^w^^+Aaf'jm^wiii 

J^o ti'JStWEP^S, t^IWiH#^#^#^!H^££im&o inm&^fcT 
WEP mn, &«fWc&&&Jm o WEP ^#^-£1* 64 & 1 28 (fe 0 ^Wiiuffi 24 ^ 

ftis&ntfto ^j^wep^b^, (fazm 64* mm&m 

im 40 (jt, ^#inn^ 1 28- immmm% i04m o 

wpa: s wi-Fi fiy^wt&N (wpa) imap — 

stuffing wpa saws&Tt-nrutwjTEPtnii^o wpa fl^^M3fcWJn8f«f£ 0 wpa 

nTKth WEP S«fi»» 

*«iiaitH»: itmmtm-n, mm±mz&m^m&3tmim& (wapj swa-ft, 
#p : *tiraa&isiS8&> s&i^ra^o 

(WAP) 0 BPWra«Sii^/N^flo®J^W ( «], M^5nH PC s&Sim PC fP-^5ntl 

"it»m^it»mrai&" , "*h§ra*r , "&fo£S2WR#a& (ibssj- , ^ "g&ssa 
tsra*r o 
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urn--. -ftmm&wMm, m^mm^±.-mmmmmimn)mmm^wm 
Mo jTEpm^t# wep m WPA 0 

urn-®®-. m&&m?mffim®¥ftm&M)¥ 0 mmmn^uMmm (mm 
wep if ) i&isto&w ( vm& WPA 4- ) o 

«A Web (EWS): JTEPtfllftA Web fl&#^^ffiilS«R|-»im^f«)W3tra@afi 

mmm 0 laimi, if #m® 50 i m w e b (ews)- 0 

wmmL mm^mm^j "mmzmmw (ssid) 0 

*^iirf«i^(WAP): 5cm»n^ (wap) ^m^mmmj^mm^imm^. (vm, it 

*aH»#ffl: ftSlT Windows XP service pack 2 WtUPBLh, fMiJffl USB tfefq 
fail: ftiSffl 802.1 1 Wi5#±iiffiJt«)A#M5fei5SM^-, ffl^SK^Flfco "TJB 
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